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Threaded Insert Tool Kit
  Tool works with a cordless drill to install a threaded insert into a panel or bracket. Inserts are helpful when 
the backside of the panel is not easily accessible. Simply drill the correct size hole, install the threaded insert 
onto the mandrel then place the insert into the hole and tighten using any cordless drill. Once the insert is 
compressed, reverse the drill and remove the mandrel from the insert. Kit includes mandrel and nosepiece 
for 1/4"-20, 5/16"-18 and 3/8"-16 inserts, other sizes available separately. Threaded inserts sold separately.

Part No.  ALL19450-19457

REV032318

Part No. Description
ALL19452 .........Mandrel and Nosepiece for 8-32
ALL19453 .........Mandrel and Nosepiece for 10-24
ALL19454 .........Mandrel and Nosepiece for 10-32
ALL19455 .........Mandrel and Nosepiece for 1/4"-20
ALL19456 .........Mandrel and Nosepiece for 5/16"-18
ALL19457 .........Mandrel and Nosepiece for 3/8"-16

ALL19450

ALL19454

Threaded Inserts
  Steel inserts are helpful when the backside of the panel is not easily accessible. Inserts work great for 
frequently removed items including gauge panels, switch panels, access panels and body panels or when 
mounting items to trailer walls. Inserts are designed for installation using insert tool ALL19450 with coordi-
nating mandrel and nosepiece. Package of 10.

Part No.
Thread 

Size
Pilot Hole 

Size Grip Range
Body Length 

(Before Comp.)
ALL19460 8-32 17/64" Up To .080" .420"
ALL19461 10-24 5/16" Up To .130" .475"
ALL19462 10-32 5/16" Up To .130" .475"
ALL19463 1/4"-20 13/32" Up To .165" .580"
ALL19465 5/16"-18 17/32" Up To .150" .690"
ALL19467 3/8"-16 17/32" Up To .150" .690" ALL19463


