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Upper Control Arms
  Powder coated, bushing style A-arms are available with Steel or aluminum cross shaft and a straight or 
10-degree ball joint position. Shaft bolt holes are 1/2" diameter, spaced 6" on center. Tig welded .095" D.O.M. 
tube construction. Bolt-in style arms accept ALL56204 or Moog K6024 ball joints. Screw-in style arms accept 
ALL56214 or Moog K772 ball joints.

Part No. 	 ALL57902-57976

REV012521

Size
Bolt-In

Alum. Shaft
Bolt-In

Steel Shaft
Screw-In 10°
Alum. Shaft

Screw-In 10° 
Steel Shaft

7" - - ALL57940 -
7-1/4" - - ALL57941 -
7-1/2" ALL57902 ALL57922 ALL57942 ALL57962
7-3/4" ALL57903 - ALL57943 -

8" ALL57904 ALL57924 ALL57944 ALL57964
8-1/4" ALL57905 - ALL57945 -
8-1/2" ALL57906 ALL57926 ALL57946 ALL57966
8-3/4" ALL57907 - ALL57947 -

9" ALL57908 ALL57928 ALL57948 ALL57968
9-1/4" ALL57909 - ALL57949 -
9-1/2" ALL57910 ALL57930 ALL57950 ALL57970
9-3/4" ALL57911 - ALL57951 -

10" ALL57912 ALL57932 ALL57952 ALL57972
10-1/4" ALL57913 - ALL57953 -
10-1/2" ALL57914 ALL57934 ALL57954 ALL57974

11" ALL57916 ALL57936 ALL57956 ALL57976

Bolt-In Style Control Arm Screw-In Style Control Arm


